
sistema RC2
Application controller
Order No.: 131 020

Technial datasheet sistema RC2

1. Product description
The sistema RC2 is a general purpose controller.
Through  various  applications,  the  functionality
within  a  LONWORKS  ®  network  can  thus  be
expanded as desired.
With  its  compact  design  allows  the  application
controller  to  any  location  within  the  sub-
distribution install.
The specific application is obtained by selecting
the  appropriate  application.  The  available
applications are shown in the following list.  The
details  of  the  applications  can  be  found in  the
corresponding software descriptions.

Designation Applikation

Scene controller SC 131 020 SC

Logic module SC 131 020 LG

Constant Light Controller SC 131 020 CL

Room thermostat radiator / cool ceiling SC 131 020 CC

Room thermostat fan coil SC 131 020 FC

Partition Wall Controller SC 131 020 PW

Other applications on request. spega continues to provide you with the programming
project-specific applications. Ask us!
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2. Mounting and installation

2.1. Mounting

Mounting on DIN rail according to EN50022, width 2 TE 

The installation and assembly of electrical equipment may only be 
performed by a qualified electrician.

Relevant standards, guidelines, rules and regulations of the respective 
country must be observed in the planning and construction of electric 
installations.

The specification must be met.

The system installer has to ensure that the application program and the
associated parameterization matches the wiring and the intended use 
of the device.

2.2. Installation

To start a service pin and service LED is mounted 
on the front page. The sending of neuron ID by 
pressing the button. In addition there is a sticker 
with the Neuron ID (as a bar code and readable) 
on the housing, which allows geographically 
separate integration.

Notes:

For the study, design and commissioning of the 
device specialist knowledge of LONWORKS ® 
technology is required.
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3. Technical Data

Power supply

Operating voltage 24V DC (20...27V DC) 

Current input 40mA (1,0 W)

Power dissipation 1,0 W

Network

Network type TP/FT-10 (78kbps)

Transceivertype FTT

Connections

Network 4-pin plug-in terminal connection for Ø 0.6 to 1.0 mm 
(sol per pole are four contact terminals available)

Control elements

Service push-button Sends Neuron-ID when pressed

Display elements

Service LED ON: device without application; 
FLASHING: Not configured device

Housing

Protection IP 20 (DIN 40050 / IEC 144)

Dimensions 85(45) x 35 x 60 (H x W x D) 

Type/location of 
installation

Standard distributions, 35mm DIN rail

Ambient conditions

Operating temperature   -5°C ... +45°C

Storage temperature -25°C … +55°C

Transport temperature -25°C ... +70°C

Relative humidity 5% … 93% (w/o condensation)

Installation height up to 2000 m above sea level
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Safety

Electrical isolation SELV (EN 60950)

Class of protection III (IEC 536 / VDE 106 Part 1)

Standards

Device safety acc. EN 50 090-2-2

Immunity acc. EN 50 090-2-2

Certification CE

4. Order information

Order number Description

131 020
sistema RC2
Universal application controller

5. Support
The information given in this manual was carefully compiled. Should you have
any further questions regarding this product, please contact:

SafeSquare GmbH

Am Graben 2-6
42477 Radevormwald
Germany

Fon: +49 (2191) 56814-0
Fax: +49 (2191) 56814-89
Email: info@safesquare.eu
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